LaserPro X252

Best Value Laser Engraver with Unsurpassed Durability and Quality

Motion Systern with Pass-through Front Easy-to-use Auto Focus Smart Memory™ SmartBox™{Optional) Key Switch Programable
DC Servo Malor and Rear Doors Control Panel {Optional) & Emergency Crigin Mode
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and rapid movement of the lens carriage
® Reliable DC excited CO? Laser
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® Pass-through doors to accomodate oversized objects e =
® Uniquely innovative user-friendly features m
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Specification

Waltage 80w 100W
Laser Sourca Sealed COz Laser
Cooling Water Cooled
Work Area 25 x 18 in. (635 x 458 mm)
Max. Part Size All doors closad 31.5x21.6 x 8.5 in. (800 x 550 x 185 mm)
WxLxH) Al doors open 26.8 x 0Gx 6.5 in. (880 x o x 165 mm)
Table Size 31.1 x 20.9 in. (790 x 530 mm)
Dimensions 64.9 x 36.6 x 40.9 in. (1850 x 930 x 1040 mm)
Drive Closed-loop DC servo control
Maximum Motor Speed* 401PS
Speed Control Adjustable from 0.1-100% (Up to 16 color-linked speed settings per job)
Power Control Adjustable from 0~100% (Up to 16 color-linked power settings per job)
Distance Accuracy 0.254 mm or 0.1% of move, whichaver is greater
Z-Axis Movement Automatic
Computer Interface Standard printer port and USB 2.0* port
Memory Buffer 32MB standard
Salety Class 3R for red pointer
Facility Requireamant
Operation Voltage 200-240 Volt AC
Power Consumption 1320W
Water Chiller Water Chiller is required
Air Extraction System External exhaus! system is required
X252 8OWATTS
100WATTS
Consumables
Lasertubes 80WATTS
100WATTS
Optional Items
ltem#  101-25P-001 Honeycomb
101-10P-002 Air Compressor
e B
. v e
SmartGUARD™ Air Compressor Unit Air Compressor Unit  Air Extraction System Honeym;nh Table
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